
LED COMPLETE 2
NEW & IMPROVED

SMOOTH & EVEN LIGHT - UP TO 850 LUMENS PER FIXTURE



Easily link adjacent 
fixture via inline 
connector or jumper(Back) Quick access door speeds 

installation - no need to open 
the wiring compartment

Hardwire junction box
6-3/8”L x 3-5/8”W x 1”H

Power out ports at each end
Six 3/8” knockout locations 

On/Off rocker switch
c/ETL/us Listed for indoor use

ALC-BOX-WH (White)
ALC-BOX-DB (Dark Bronze)

ALC-PC6-WH (White)
ALC-PC6-BK (Black)

6ft 120V AC power cord 
3-prong grounded plug 
Power cord input is at 
same side as switch

ALC-EX6-WH 6” (White)
ALC-EX12-WH 12” (White)

ALC-EX6-BK 6” (Black)
ALC-EX12-BK 12” (Black)

Jumper (linking) cables
for LED Complete 2 with
male/female connectors 

LED Complete 2 Accessories

LED COMPLETE 2
Dimmable energy efficient fixture in six lengths with a complete set of accessories for full 

coverage of your installation needs. Warm White (3000K) LED light with a high CRI (90+).

New design eliminates hot spots for a uniform lens brightness.

New design eliminates 
LED hot spots for uniform 
lens brightness

Acrylic lens diffuses light 
evenly over the work area

Powder coated aluminum 
housing is sturdy and durable

Power input 
side for cord 

or jumper 
connection

Captive screws for 
quick mounting 

and matching 
covers hide 

mounting holes
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LED Complete 2

ALC2-8-WH
8-3/4” / 3W / 200Lm

ALC2-12-WH
12-1/4” / 4W / 250Lm

ALC2-18-WH
18-1/4” / 6W / 375Lm

ALC2-24-WH
24-1/4” / 8W / 500Lm

ALC2-32-WH
32-3/4” / 10.4W / 650Lm

LED Complete 2 - White

ALC2-8-DB
8-3/4” / 3W / 200Lm

ALC2-12-DB
12-1/4” / 4W / 250Lm

ALC2-18-DB
18-1/4” / 6W / 375Lm

ALC2-24-DB
24-1/4” / 8W / 500Lm

ALC2-32-DB
32-3/4” / 10.4W / 650Lm

LED Complete 2 - Dark Bronze

ALC2-40-DB ALC2-40-WH
40-1/4” / 13.6W / 850Lm 40-1/4” / 13.6W / 850Lm
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